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Key selling points
 ˚ Battery operated – Four ordinary AA alkaline batteries (mignon, 
1.5V) are used

 ˚ Excellent Ledlenser lighting quality – Brightness, beam distance 
and lighting duration are ideally coordinated for the energy source

 ˚ Good cost-performance ratio – Not only good, but excellent as 
back-up unit

 ˚ Small, light diving flashlight – Especially when every gram in the 
suitcase must count

 ˚ Performance-optimized – With up to 400 Lumen1 luminous flux 
and a beam distance of up to 200 meters1 (on land)

 ˚ Long operating time– Up to 15 hours2 in the lowest setting and up 
to 2 hours2 in the highest setting

 ˚ Protection against constant submersion – IPX8

 ˚ Up to 60 meters of diving depth – 7 bar Water-tightness
 ˚ Corrosion-protection – Lamp head made from rust-free steel: 
ideal for use underwater (both fresh and salt water)

 ˚ Robust and durable – shockproof plastic housing 
 ˚ Weather-proof and weather-resistant – Ideal even for use above 
water

 ˚ Two light modes – Power and Low Power
 ˚ Simple to operate, even with gloves – Use the magnetic switch to 
simply select Power or Low Power mode

 ˚ Suitable for both left and right handed users– The magnetic 
switch can be rotated in two directions

 ˚  Can‘t be lost – Wrist strap included in the scope of delivery 
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Specifications

Timeline

Earliest launch of sales JUN 2016

Global launch date JUN 2016

Shipping date MAY2016

Order date APR 2016

Technical Data

Length defocused [mm] 161,5

Length focused [mm] –

Head diameter [mm] 42

Tube diameter [mm] –

Weight incl. batteries [g] 233

Weight without batteries [g] 138

Focus Function –

Head Material stainless steel

Tube material PC

Optic Reflector-lens

Cartridge –

Power supply

Power source type Battery

Battery quantity 4

Battery type AA 1.5V

Battery description –

Total battery voltage [V] 6

Total battery capacity [mAh] 2800

Total battery energy3 [Wh] 16.8

Rechargeable –

Charging time [min] –

Charging technology –

Energy modes Constant Current

Energy status indicator Low batterie warning

Usable batteries AA NiMH 1,2V

Further specifications

IP class IPX8

Drop test (drop height) [m] 1

IK Code [J] –

Maximum operating depth [m] 60

ATEX Zone –

Working temperature range [°C] -20 to 40

Light Function

Power, Low Power

Light source

Amount LEDs 1

LED type High End Power LED

Color white

Color temperature [K] –

Color rendering index (CRI) –

Light values

Boost Power Mid Power Low Power

Light output [lm] – 400 – 60

Run time [h] – 2 – 14

Beam distance [m] – 200 – 80

Switch

Features

Technologies

Awards logos

Logos/icons

Magnetic Switch

Smart Light Technology, Temperature Control

–

–
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Packing and logistics

Inner carton Inner carton

Unit 6

Dimensions L x W x H [mm] 261 x 197 x 151

Gross weight [g] 2333

Net weight [g] –

GTIN-13 4029113911412

Unit 6

Dimensions L x W x H [mm] 396 x 292 x 165

Gross weight [g] 1500

Net weight [g] –

GTIN-13 4029113921466

Export carton

Unit 36

Dimensions L x W x H [mm] 419 x 280 x 493

Gross weight [kg] 15.85

Net weight [kg] –

GTIN-13 4029113911429

Export carton

Unit 24

Dimensions L x W x H [mm] 606 x 413 x 360

Gross weight [kg] 11.96

Net weight [kg] –

GTIN-13 4029113921473

Accessories

Item number Product name

7482 Signal Cone, orange

Packing information Packing information

Type of packaging Gift Box

Scope of delivery One set of batteries, Lanyard,  
Manual, Mini catalog

Item number 9114

Customs tarif number 85131000

MSRP Price (€) 69,90

Single package Single package

Dimensions L x W x H [mm] 95 x 245 x 45

Gross weight [g] 377.42

Net weight [g] –

GTIN-13 4029113911405

Dimensions L x W x H [mm] 100 x 150 x 280

Gross weight [g] 371.04

Net weight [g] –

GTIN-13 4029113921459

Type of packaging Blister

Scope of delivery One set of batteries, Lanyard,  
Manual, Mini catalog

Item number 9214

Customs tarif number 85131000

MSRP Price (€) 69,90
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Marketing

series text

General

The Ledlenser D-series - Reliable buddies both on and under the 
water. 
Whether boating, sailing or diving – the flashlights of the Ledlenser 
D-series have been developed specifically for the widest variety of 
applications within the water sports arena. All models offer IPX8 water 
protection, have an impact-proof housing, are corrosion-protected, 
suitable for both right and left handed users, easy to operate when 
wearing gloves and designed to handle 7 bar for diving to a depth of to 
60 meters.

Product copy

Long copy (approx. 500 letters)

The flashlight offers good lighting performance and long operating 
times for water sports. 
The design of the Ledlenser D14.2 incorporates suggestions for im-
provement from users of the predecessor model. On land it offers up 
to 400 lumen1 and a beam distance extending 200 meters1, with up to 
15 hours2 of operation in the lowest setting. The diving depth is up to 
60 meters. It is ideal as a back-up flashlight as well as being a small, 
reliable flashlight, especially when every gram of your travel weight 
allowance counts.

Medium copy (approx. 250 characters)

The flashlight offers good lighting performance and long operating 
times for water sports.
On land, the Ledlenser D14.2 radiates with up to 400 lumen1 and a beam 
distance of up to 200 meters1 and operates for up to 15 hours2 in the 
lowest setting. The diving depth is 60 meters.

Short copy (approx. 150 characters)

The flashlight offers good lighting performance and long operating 
times for water sports.
The up to 400 lm1 strong Ledlenser D14.2 operates for up to 15 hours2.

Footnotes
The data on scope of delivery, performances, dimensions, weights correspond to the existing 
knowledge at the time of printing. We reserve changes in scope of supply, appearance, design 
and color within the scope of further development without prior notice. Product illustrations can 
deviate from the actual appearance of the products and may show optional accessories that can be 
purchased against extra charge.

1) Luminous flux (lumen/lm) or the maximum beam distance (m) in the setting detailed in the table 
or text when switching on with a set of fresh alkaline batteries or, in the event of rechargeable 
lamps, with a fully charged battery pack. If no brightness level is named specifically, the values 
refer to the Boost function, or if not present, to the brightest possible setting. These average values 
may deviate by +/-15 % in individual instances
in accordance with chip, and battery/battery pack. A Boost function (if included) is available multip-
le times, but only for a very brief period of time.

2) The average lighting duration, measured in the relevant setting as given in the table, up to a 
luminous flux of 1 lumen. If no brightness level is named specifically, the values refer to the Low 
Power function, or if not present, to the lowest possible setting. A Boost function (if included) is 
available multiple times, but only for a very brief period.

3) Calculated value of the capacity in Watt-hours (Wh). This applies to the battery(ies) contained 
in the relevant product in the delivered state or, for flashlights with a battery pack, when the 
batteries are in a fully charged state.

4) EP Patent 1880139; US Patent 7,461,960

5) Measuring values of the white LED, in accordance with ANSI FL1 – measured in the setting 
named in the table.

6) Warranty applies in addition to the legal guarantee laws. It is extended to material defects and 
manufacturing faults, with the exception of battery/battery pack defects, holders, bags, remote 
switches, color filters, embossing and surface coatings. Warranty period is 5 years as of date of 
purchase, 7 years when registered online on our homepage. The warrantor is Zweibrüder Opto-
electronics GmbH & Co. KG, Kronenstr. 5-7, 42699 Solingen, Germany. For more information see 
www.ledlenser.com/warranty.


